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Light efficiency:

-29 Lumen/Watt

Light quality:

CRI: 0.0

Color temperature:

0K

Beam Angle

Output:

Peak:

Power:
PF:

4172 Im
20246 cd
143 W
0.99

Product name:

18P Hex
Test:
Full On
Date:
Description:
75 75
90 90
Spectra
105 ‘ 105 b
120 120
165 19 165
Beam Details
Distance (meter) im 2m 3m 4m 5m C0|pl’ Detall
Distance (feet) 3.3ft 6.6 ft 9.8 ft 13.1 1t 16.4 ft 7
0.8
784 1x 0K
1224 1x 0.7
0.6
Lux* 4897 Ix \
19588 Ix .
24° .48
beam center T g
Lk
72 %
1819|7 fed 03
Footcandles* :
454.9 fed
*measured at 202.2 fed 0.2
center of beam
113.7 fed
¢ e : x: 0.276
728 fed y: 0.245
Beam width (meter) 04m 09m 1.3m 1.7m 22m 0.0 ¥
Beam width (feet) 141t 281t 431t 5.7 1t 7.1t 00 ot 02 03 04 0e 06 o7
CIE 1931
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
19588Ix | 4897Ix | 2176Ix | 1224Ix 784Ix 544Ix 400Ix 306Ix 242Ix 1961x 162Ix 1361x 116Ix 100Ix 87Ix 771X 68Ix 60Ix 541x 491x
1819.7fcd| 454.9fcd | 202.2fcd | 113.7fcd | 72.8fcd | 50.5fcd | 37.1fcd | 28.4fcd | 22.5fcd | 18.2fcd 15fcd 12.6fcd | 10.8fcd | 9.3fcd 8.1fcd 7.1fcd 6.3fcd 5.6fcd 5fcd 4.5fcd




