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                         Beam Details 

                                                                                                     Color Detail                               

                                                                                                                                                
                                           

 

 

 

 
 
 
 
 
                                                                                                                                                                                        CIE 1931 
 
Beam intensities from 1-20m   

   1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m 

3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft 

6404lx 1601lx 712lx 400lx 256lx 178lx 131lx 100lx 79lx 64lx 53lx 44lx 38lx 33lx 28lx 25lx 22lx 20lx 18lx 16lx 

594.9fcd 148.7fcd 66.1fcd 37.2fcd 23.8fcd 16.5fcd 12.1fcd 9.3fcd 7.3fcd 5.9fcd 4.9fcd 4.1fcd 3.5fcd 3fcd 2.6fcd 2.3fcd 2.1fcd 1.8fcd 1.6fcd 1.5fcd 

 

 

Light efficiency: 
 54 Lumen/Watt 

  Light quality: 
 

  Color temperature:  
 

CRI: 75.0 

6629 K 

  Output: 

  Peak: 

Power: 

PF: 

 

    1479 lm 

   6589 cd 

 27.3 W 

 0.95 

Beam Angle 

x: 0.311 

y: 0.325 

Product name: 

18P Hex 
 

Test: 

White 
 

Date: 

4/13/2017 
 

Description: 

 

Spectra 


