Encore Burst 200

Light Efficiency:

-Lumenl\Natt Output: 9231 Im

Light Quality: Peak: 12270 cd

RI: 81.1

Power: 167 W
, PF: 0.99

Color Temperature:

2745 K

Note:

165 15y 165

Spectra Dominant Wavelength:584nm Power
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Color Details
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TM30: 81.4

Q99

CRI: 81.1 (R1-R8)

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

Cl C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12 C13 C14 C15 C16

CQS: 80.4

CRI R values, only R1-R8 are used to calculate final CRI value

R1 R2 R3 R4 R5 R6 R7 R8 R9 | R10 | R11 | R12 [ R13 | R14 | R15 EH =
79.1 | 89.2 | 97.0 | 79.3 | 78.8 | 87.0 | 821 | 56.7 | 3.5 | 75.6 | 78.3 | 70.0 | 81.2 | 98.7 | 70.9
TM30 C values, 16 binned values out of total of 99 C values
Cl | C2|cC3 | cCa|cC5 C6 C7 | C8 | C9 | Cl0 | Cl11 | C12 | C13 [ C14 | C15 | C16
76.4 | 76.9 | 71.6 | 83.8 [ 89.3 | 88.9 | 81.1 [ 89.9 | 86.5 | 83.2 | 78.7 | 82.2 | 85.6 | 77.9 | 79.3 | 74.3
CQS Q values
QL | Q2 | @3 | @4 | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
747 [ 945 | 81.7 | 79.2 | 81.2 | 80.4 | 80.3 | 839 | 949 | 87.8 | 84.7 | 822 | 81.1 | 69.5 | 71.1
Color Parameters
Color Color Rendering Red Component Color Fidelity Color Gamut Color Quality Color Coordinate Color Coordinate Color Coordinate Color Coordinate Color Diviation
Temperature Scale CIE 1931 CIE 1931 from Black Body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \Y Auv
2745 K 81.1 35 81.4 96.8 80.4 0.457 0.411 0.261 0.351 0.0004




Beam Details

Distance (meter) 1 2 3 4 5
Distance (feet) 3.3 6.6 9.8 13.1 16.4
490 Ix
766 Ix
1361 Ix
3062 Ix
Lux* 12249 Ix
49.5°
Foot Candles* 1138 fcd
284 fcd
*measured at 126 fcd
center of beam
71 fcd
46 fcd
Beam Width (meter) 0.9 1.8 2.8 3.7 4.6
Beam Width (feet) 3 6.1 9 12.1 15.1
Beam Intensities from 1-20m
m| 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 | 20

ft 3.3 6.6 9.8 13.1 16.4 19.7 23 262 | 295 | 328 | 36.1 | 394 | 427 | 459 | 49.2 | 525 | 558 | 59.1 | 62.3 | 65.6

Ix |12249| 3062 | 1361 766 490 340 250 191 151 | 122 101 85 72 62 54 48 42 38 34 31

fcd [1137.9| 2845 | 126.4 | 71.1 45.5 31.6 23.2 17.8 14 11.4 9.4 7.9 6.7 5.8 Bl 4.4 3.9 35 3.2 2.8

Intensities in 0° C-plane
0° 2° 4 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38

12.2K | 12.1K | 11.8K | 11.3K | 10.8K | 10.3K | 9.7K | 9.2K | 86K | 8.1K | 75K | 6.9K | 6.4K | 58K | 52K | 46K | 40K | 34K | 28K | 2.3K

100% | 99% 96% | 92% 88% | 84% 79% | 75% 70% 66% 61% | 57% 52% | 47% | 42% | 37% 33% 28% 23% 19%

Intensities in 90° C-plane
0° 2 4° 6° 8° 10° | 12° | 14° | 16° | 18° | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38°

12.2K | 12.1K | 11.8K | 11.3K | 10.8K | 10.3K | 9.7K | 9.2K | 86K | 8.1K | 75K | 6.9K | 6.4K | 58K | 52K | 46K | 40K | 34K | 28K | 2.3K

100% | 99% | 96% 92% 88% 84% 79% 75% | 70% 66% 61% 57% | 52% | 47% | 42% 37% | 33% 28% 23% 19%

Intensities in 180° C-plane
0° 2° 4 6° 8° 10° | 12° | 14° | 16° | 18 | 20° | 22° | 24° | 26° | 28 | 30° | 32° | 34° | 36° | 38°

12.2K | 12.2K | 11.9K | 11.5K | 11.0K | 10.5K | 10.0K | 9.4K | 8.8K | 82K | 7.6K | 7.0K | 6.4K | 57K | 51K | 45K | 40K | 34K | 28K | 2.3K

100% | 99% | 97% | 94% | 90% | 86% | 82% | 77% | 72% | 67% | 62% | 57% | 52% | 47% | 42% | 37% | 32% | 28% | 23% | 19%

Intensities in 270° C-plane
0° 2° 4° 6° 8° 10° | 12° | 14° | 16° | 18° | 20° | 22° | 24° | 26° | 28° | 30° | 32° | 34° | 36° | 38°

122K | 12.2K | 11.9K | 11.5K | 11.0K | 10.5K | 10.0K | 9.4K | 88K | 82K | 7.6K | 7.0K | 6.4K | 57K | 51K | 45K | 40K | 34K | 28K | 23K

100% | 99% | 97% | 94% | 90% | 86% | 82% | 77% | 72% | 67% | 62% | 57% | 52% | 47% | 42% | 37% | 32% | 28% | 23% | 19%

Beam Angle 50% Field Angle 10% Cutoff Angle 2,5% Intensity Ratio in 120° Cone Intensity Ratio in 90° Cone

49.5° 86° 102° 99.1% 94.9%




